


Dimension:



Dimension with POT function:



Installation Dimension:

Stroke �5mm~�00mm �0�mm~�00mm �0�mm~400mm

Without 

Potentiometer
Stroke+�05mm Stroke+�07mm Stroke+�09mm

★When the stroke is more than 400mm, please kindly T-MOTION sales people for new installation 
   dimension. 
 • Stroke: The stroke can be increased by �mm as per request. 

Stroke �5mm~�00mm �0�mm~�00mm �0�mm~400mm

With  Potentiometer Stroke+��9mm Stroke+�4�mm Stroke+�4�mm
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Technical Specification:

Code Gear Ratio
Max. Load 

(push / pull)
Max. Speed 
at full load

Max. Current 
at full load

A 5:� ��0N 45mm/sec �.5A
B �0:� �40N ��mm/sec �.�A
C �0:� 500N ��mm/sec �.0A
D �0:� 750N 8mm/sec �.8A
E 40:� �000N 6mm/sec �.6A

�.Above value are measured by stable power supply
�.TA� has built-in short-circuit by having one more diode on the limit switch. TA� motor will provide 
   short-circuit without connecting TC-series control box (T-MOTION control box), to have a better 
   self-locking ability. 
�.The above mentioned max. load is measured when the stroke in �00mm. If longer stroke over 

   �00mm is requested, please kindly contact T-MOTION sales people for further information.

Potentiometer
Stroke

0 hm/mm

50        100        150        200        250        300

94,4      94,4       47,2       47,2       15,72      15,72
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Technical Diagram:

                                          TA� ��V Standard  Motor current vs load

                                         
                                           TA� ��V Standard  Motor Speed vs load
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                                           TA� �4V Standard  Motor current vs load

                                         
                                           TA� �4V Standard  Motor Speed vs load
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Ordering Key:

TA2 Orderin  Ke

TA� x x x x x x x x x x x x x x

Voltage
�� �
�4 �
�6 �

Stroke
�5~�00mm x x x

Retracted Length
See table for correct retracted length x x x

Gear Ratio
5:� �
�0:� �
�0:� �
�0:� 4
40:� 5

Diameter of Front Attachment
6.4mm �
8mm �
customized diameter A

Diameter of rear attachment
6.4mm �
8mm �
customized diameter A

IP
IP5� �
IP66 �

Sensor
No Sensor 0
Potentiometer �
Optical sensor �

Cable
Naked wire with Tin �
T-MOTION standard connector for TC-�/�/�/5 control box �
Customized Connector A

Cable Length
�00mm �
600mm �
�000mm �
Customized cable length A


